
© Copyright 2018, Automated Motorized Shades, All rights reserved. 1
A Shade Above™

TABLE OF CONTENTS
ZipShade® ............................................................................................................................................................................................. 1

Introduction ....................................................................................................................................................................................... 2
Maximum Sun Protection .................................................................................................................................................................. 3
Crystal View ...................................................................................................................................................................................... 3
Patented Zip System ......................................................................................................................................................................... 3
Simplified Automation ....................................................................................................................................................................... 3
Patented Zip System ......................................................................................................................................................................... 3
Product Specifications ...................................................................................................................................................................... 4
Recessed Installation ........................................................................................................................................................................ 4
Operational Wind Speed ................................................................................................................................................................... 5

Cable Guide System ............................................................................................................................................................................. 5
Introduction ....................................................................................................................................................................................... 6

Child Safety & Warranty ........................................................................................................................................................................ 7



A Shade Above™
© Copyright 2018, Automated Motorized Shades, All rights reserved.2

INTRODUCTION

ZIPSHADE®

The Automated Motorized Shades® ZipShade® offers proven performance, high quality, superior design and easy installation.
Wind tight in every position, thanks to the patented ZipShade® technology, flapping or tearing of screen fabrics is a thing of the past. 
The ZipShade® makes outdoor eating spaces more comfortable for occupants in any season.

In the closed position, the ZipShade® is insect-proof, 
making outdoor conditions more comfortable.

INSECT-PROOF

The ZipShade® offers maximum sun protection and 
glare control for occupants.

IMPROVED COMFORT

The ZipShade® is operational in winds up to 80 mph*

WIND RESISTENT

Patented ZipShade® technology guarantees a fixed 
fabric with no wrinkles.

DURABILITY

Offered exclusively with motorization, ZipShade® can 
be controlled with a hand-held remote or wall switch.

EASY TO OPERATE

For full automation, ZipShade® can be controlled 
with a wind or sun sensor.

AUTOMATION

* Wind rating subject to change based on shade size.
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ZIPSHADE®

When placed on the exterior facade, the Automated Motorized 
Shades® ZipShade® helps avoid overheating by filtering the 
direct sunlight that enters an interior space. This can result in  
decreased cooling and air conditioning costs and can  
reduce overall energy consumption by utilizing natural daylight. 
Depending on the type of fabric selected, different degrees 
of heat-resistance are possible. The ZipShade® can greatly 
reduce the use of artificial lighting while also reducing heat 
gain by not allowing sun rays to penetrate the glass exterior of 
the building.

The extensive range of fabric colors and profiles ensures that 
the ZipShade® is in perfect harmony with the architecture of 
your building, thus creating a pleasant environment. 

MAXIMUM SUN PROTECTION

The superior ZipShade® utilizes a patented zip system called 
Smooth Technology. The custom zipper is welded onto the 
edges of the shade fabric and inserted into the custom, 2-part 
side channel. This locking zipper guarantees a fixed fabric with 
no wrinkles. The interior or the channel contains a co-extruded 
self-lubricating PVC top coating which results in smooth, quiet 
operation.

PATENTED ZIP SYSTEM

The ZipShade® can be paired with a sun sensor to provide 
maximum sun protection, even when the space is unoccupied. 
As the sun moved across the sky, the shades will automati-
cally adjust according to the sun’s position, optimizing energy 
efficiency.

SIMPLIFIED AUTOMATION

In order to have optimal contact with the exterior, transparent 
Crystal view can be fitted in the ZipShade®.

CRYSTAL VIEW

PATENTED ZIP SYSTEM
The superior ZipShade® utilizes a patented zip system called 
Smooth Technology. The custom zipper is welded onto the 
edges of the shade fabric and inserted into the custom, 2-part 
side channel. This locking zipper guarantees a fixed fabric with 
no wrinkles. The interior of the channel contains a co-extruded 
self-lubricating PVC top coating which results in smooth, quiet 
operation.
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ZIPSHADE®

ZIPSHADE ® 100

ZIPSHADE ® 100 SLIM

ZIPSHADE ® 150

PRODUCT SPECIFICATIONS

RECESSED INSTALLATION

There are three different ZipShade® sizes: ZipShade® 100,  
ZipShade® 100 Slim and ZipShade® 150. Each system has 
unique characteristics and can be installed in a variety of appli-
cations.

The ZipShade® headbox is constructed of two aluminum  
profiles. The headbox is closed by means of a square front 
profile that hinges into the box. This construction of the head-
box results in easy assembly and installation. Each end has a 
side console that supports the roller tube and is equipped with 
heavy duty pins that lock the headbox into the side channels.

The ZipShade® fabric roller is composed of steel and has a 
unique sunken groove to limit the impression of the fabric loop. 
This groove strongly reduces the horizontal line formation in 
the fabric.

The ZipShade® bottom bar is composed of extruded aluminum 
and is made heavier with a round bar of galvanized steel. For 
perfect connection with the sill, the bottom bar has a plastic 
darkening strip.

The ZipShade® side channels are made of extruded  
aluminum. The external side channel consists of 2 parts. The 
internal channel is made of HPVC and is fitted with neoprene 
buffer zones to compensate for wind gusts. The zip, which is 
welded to the fabric, slides into the HPVC side channels and 
the fabric is ‘held fast’.

Ideal for smaller openings.

Side channels and headbox can be recessed into walls to 
provide a seamless appearance.

Designed for larger applications up to 20’ wide with a bottom 
bar that conceals in the head box for a practical, but sleek look.

When specified in architectural plans, the ZipShade® 100 Slim 
can be recessed into the building. The ZipShade® 100 Slim 
headbox is specially constructed to ease installation by allow-
ing the roller tube to be installed via the underside of the head-
box. The Zipshade® 100 Slim is designed to completely conceal 
the headbox, side channels and bottom bar, when rolled up, so 
that the system seamlessly integrates into the structure.

SHADE HEADBOX

FABRIC ROLL

BOTTOM BAR

SIDE CHANNEL



© Copyright 2018, Automated Motorized Shades, All rights reserved. 5
A Shade Above™

OPERATION WIND SPEED
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The superior ZipShade® side channel technology results in extreme wind resistance. Thanks to the ingenious zip system, the shade 
fabric is windproof in any position. Due to the edging, the symmetrical zipper is positioned on both sides of the fabric and is firmly 
embedded in the zip guides. Testing has shown that the ZipShade® is resistant against a wind speed of up to 80mph* in a closed 
position which makes the ZipShade® one of the most weather resistant, sun protection screens on the market.

Wind tests performed on the ZipShade ® installed in front of a window and manufactured using fiberglass shade fabric.

* Wind rating subject to change based on shade size.

OPERATIONAL WIND SPEED
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CABLE GUIDE SYSTEM
The durable exterior Cable Guided System is a cost-effective shading solution for exterior applications. This heavy-duty system is 
made to withstand moisture and temperature fluctuation while keeping your customers comfortable. Made of stainless steel, guide 
wires are connected to the upper bracket and ground to stabilize the shade and prevent damage from outdoor weather conditions. 
This system preserves your outdoor view while allowing you to maximize heat gain reduction and control sunlight. Outdoor roller 
shades are a stylish addition to any patio, veranda, sun-room or courtyard, and can be rolled up when not in use.

INTRODUCTION
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CHILD SAFETY & WARRANTY

 Automated Motorized Shades guarantees all products 
manufactured in our facility to be free from defects due 
to faulty workmanship and/or materials. We are so 
confident about our quality and dependability that 
we back our manual shades with a limited lifetime 
warranty, our motors with a 5 year limited 
warranty, and our custom printed shades 
with a 3 year warranty against fading. All 
warranties are effective from the original 
invoice date of the product. 
 This guarantee does not apply to  
damage to exterior shades caused by high winds and/
or extreme weather conditions. Any roller shade or parts 
which fail due to abuse, accident, theft, alterations, improper 

use or installation, or gradual color fading, are also excluded 
from this warranty.

 Automated Motorized Shades reserves the 
right to inspect products and will replace or repair 
any product found to be defective as a result 

of faulty workmanship or materials. Shipping 
charges, trip charges and labor costs 
for measuring and installation and/or 
removal of old or current products are 
excluded. This warranty is available to 

the original owner/purchaser and is non-transferable. 
Automated Motorized Shades’ warranty is designed 

to ensure a thoroughly satisfying experience with your 
window treatment product. Certain restrictions may apply.

WARRANTY

CHILD SAFETY
Every product we send out meets or exceeds the latest safety standards as set forth by the Consumer Product Safety Council and 
the Window Covering Manufacturers Association. For enhanced safety, Automated Motorized Shades offers cordless and motorized 
window treatments.

REMEMBER THESE SAFETY RULES...
• For children's bedrooms only install window coverings that are cordless.
• Any window coverings in your home that were made before 2001, should be replaced with today's newer, safer models.
• Do not place furniture near windows that have window coverings with cords.
• Keep all cords out of reach from small children. Do this by securing tasseled pull cords out of reach with a cord cleat, and an-

choring continuous-loop cords to the wall with safety devices.
• Always be sure to lock and firmly secure cords in position.
• Products such as Roman or Woven Wood Shades that have accessible back cords, should not be installed within reach of chil-

dren.

All products come with safety labels attached. This is to help raise awareness of the potential safety risks associated with the prod-
ucts you purchase. If you have any concerns, please do not hesitate to contact us directly. You may also directly contact any of the 
associations that create the safety standards with any questions or concerns. Child safety is our top priority!


